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Model Number 22-DL103CCT

LED power: 10W

Input Voltage AC200-265V    

Frequency Range 50/60Hz

Initial luminous flux: 1000lm (CW), 960lm (WW)

Driver: Dimmable driver

LED source: 2835SMD

Luminous efficiency: 90-100lm/w

Operating temperature: -30°C ~ +55°C

Color Temperature (switchable)
CW - Cool white: 6000K

NW – Neutral white: 4000-4500K

WW - Warm white: 2700K

Color Index(CRI) Ra>80

Beam Angle: 90°

Light Body& Lampshade Aluminum Alloy and PC lens

IP Rating: IP54

Cutout size: 90-95mm

Dimensions: Diameter: 115mm x height: 61mm

Net Weight 0.2Kg

Geckolighting® LED 10w Colour select Downlight Kit.
Finally – A complete dimmable LED downlight kit with all
the options included. With the built-in option to select
between Cool White (6000K), Neutral White (4000K)
and Warm White (2700K), these high output LED lights
make the perfect replacement for existing 90mm-95mm
cutout fittings.

Simply select the output colour, plug it in and turn it on.

Comes complete with dedicated inbuilt LED driver and
Australian Plug.

Geckolighting® 10w LED Downlight
3-way Switchable CCT option: CW/NW/WW
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